
FiberBlade V
Xtreme performance for increased production and improved cut part quality.

TECHNICAL DATA SHEET

Available exclusively through
AUTOMATED CUTTING MACHINERY INC 
www.acmachinery.com



Technical Data

Laser Cutting System Fiber 2000 Fiber 3000 Fiber 4000 Fiber 6000 Fiber 8000

Maximum cutting power 2000W 3000W 4000W 6000W 8000W

Control range 200-2000 300-3000 400-4000 600-6000 800-8000

Maximum Positioning Speed parallel axis X,Y 120m/min (4725 ipm)

Maximum simultaneous positioning speed 169m/min (6650 ipm)

Positioning accuracy* +/- 0.03mm (+/- 0.0012”)

Repeatability* +/- 0.01mm (+/- 0.0004”)

Maximum Material Thickness

Mild Steel 16mm (0.625”) 22mm  (0.866”) 25mm (1.0”) 25mm (1.0”) 25mm (1.0”)

Stainless Steel 8mm (0.315”) 12mm (0.472”) 15mm (0.590”) 20mm (0.787”) 30mm (1.181”)

Aluminum 8mm (0.315”) 12mm (0.472”) 15mm (0.590”) 20mm (0.787”) 30mm (1.181”)

Motion Drive System
X,Y Axis Precision Rack and Pinion (helical)

Z Axis Ball Screw

CNC Type Messer “Global Plus”

Display Screen 24” Colour TFT Touch screen

Enclosure Rating Laser Safety Class 1 (according to DIN EN 60825-1)

Safety
Light curtains around load/unload area

CSA approved

* Cutting accuracy per ISO9013 232

Machine Specifications

Laser Cutting System FiberBlade V 
3015

FiberBlade V 
4020

Motion Drive 
System

X 3050mm (120”) 4050mm (160”)

Y 1525mm (60”) 2025mm (80”)

Z 120mm (4.7”) 120mm (4.7”)

Max Workpiece Weight 1000kg (2200lbs) 1300kg (2866 lbs)

Machine Length 10540mm (415”) 12956mm (510”)

Machine Width 4140mm (163”) 4650mm (183”)

Machine Height 2528mm (99.5”) 2528mm (99.5”)

Machine Weight ** 12,000kg (26,400 lbs) 15,000kg (33,000 lbs)

** System without dust collector or chiller

AUTOMATED CUTTING MACHINERY INC 
2302 Dumfries Road, Cambridge, Ontario, Canada
Email: sales@acmachinery.com
www.acmachinery.com     www.messer-cs.com
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